REVISED
09/21 /2021

Job:
Type:
Notes:

Page | of 4

The Philips Gardco SRS straight round steel pole consists of a one-se
circumferentially welded to a structural quality hot rolled carbon steel
an electrostatically applied, thermally cured TGIC polyester powdercc
full base cover, hand hole, ground lug and top cap.

PREFIX HEIGHT SIZE

H A

Enter the order code into the appropriate box above. Note: Gardco reserves the right to refuse a
Refer to notes below for exclusions and limitations. For questions or concerns, please consult the fc

PREFIX HEIGHT SIZE
SRS 10° 3"
14' 4"
16' 5"
20'
25", 25H'
30", 30H!

1. Refers to relative strength
based on wind load factors.

H = Heavy.

FINISH OPTIONS
PP Prime Painted FES Festoon Outlet
BRP Bronze Paint AHH  Additional Hand Hc
BLP Black Paint

Couplings
WP White Paint

Indicate size (112", 314", 1", 1 1/4'
NP Natural Aluminum Paint height above base and orientation
GV Galvanized (No Paint) Pole Orientataion Information on Pc

FPGV  Finished Paint over cL Coupling - Internal

Galvanized ify col
(specify coler) Single Mount Bullhorn Bracl

Indicate height above base and orie

ocC Optional Color Paint hole. See Pole Orientation Informati
Specify RAL designation
ex: OG-RAL7024. GM-080-19  Single - 1.9"

GM-080-24  Single - 2.4"
SC Special Color Paint
Specify. Must supply color chip.

Refer to Steel Po

1611 Clovis Barker Road, San Marcos,TX 78666

(800) 227-0758 (512) 753-1000 FAX:(512) 753-7855 sitelighting.com

© 201 | Koninklijke Philips Electronics N.V. All Rights Reserved.

Philips Gardco reserves the right to change materials or modify the design of its product
notification as part of the company’s continuing product improvement program.
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T. J. Boyle Associates, LLC

landscape architects e planning consultants

REVISION DATE
Revise Landscape and Lighting 12/07/2018
New Landscape and Lighting 09/21/2021

301 college street e burlington e vermont ¢ 05401 802 ¢658 ¢ 3555 http://www.tjboyle.com
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GARDCO

by ®ignify

Gardco EcoForm Gen-2 combines economy with performance in
luminaire. Capable of delivering up to 27,800 lumens or more in ¢
profile LED luminaire, EcoForm offers a new level of customer va
features an innovative retrofit arm kit, simplifying site conversio
eliminating the need to drill additional holes in most existing pole
control systems available for further energy savings. Includes Se¢
innovative way to provide assistance throughout the life of the ¢

530 WW-G2 SF

ECF-S  EcoForm 32L 32 LEDs 365 365mA (WW-G2 Warm White AR?

site and (2 modules) 530 530mA 3000K, 70CRI
area, small 700 700mA Generation 2
1A 1050mA|NW-G2  Neutral White |The fc

4000K, 70CRI | mount
Generation 2 |must!

CW-G2  Cool White  |separ
48L  4BLEDs (900  900mA 5000K, TOCR! | aanas

(3 modules) |1A 1050mA Generation 2
1.2A® 1200mA SF*

1.2A  1200mA

64L 64 LEDs 900 900mA

(4 modules) | 1A 1060mA
ws

RAM?

DD**® 0-10V External dimming IMRI3™ Integral with |PCB®® Photoc

(for controls by others) #3lens Buttor

DCC*5&%®  Dual Circuit Control IMRI7® Integral with [TLRD5"™"  Twist L

FAWS*5%  Field Adjustable Wattage Selector #7 lens Recep
LLC#8781  |ntegral wireless module 5 Pin

BL718 Bi-level functionality TLRD7°7  Twist L

SRDR*%¢817 SR driver connected to Zhaga socket ;i?:p'

. " P TLRPC®™"7 Twist L

DynaDimmer: Automatic Profile Dimming Recep

CS504® Safety 50% Dimming, 7 hours Photoc

CM50%¢ Median 50% Dimming, 8 hours
CS3048 Safety 30% Dimming, 7 hours
CM304¢ Median 30% Dimming, 8 hours

1. BL-IMRI3/7 equipped with out-boarded sensor housing when 10. TLRDS, TLRD7 and TLRPC rece
voltage is HVU (347-480V) when ordered with any of the
2. Mounts to a 4" round pole with adapter included for FAWS or LLC.
square poles. 1. Not available in 480V. Order pl
3. Limited to a maximum of 45 degrees aiming above horizontal. 12. Not available with DCC.
4. Not available with other dimming control options 13. Not available with SF and WS.
5. Notavailable with motion sensor. finish standard.
6. Not available with photocontrol 14. HIS not available with Type 5, £
7. Must specify a motion sensor lens. or RCL optics.
8. Not available in 347 or 480V 15. Not available with DD, DCC, an
9. Must specify input voltage. control options.
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